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Hydraulic Grips  
 
 

   Hydraulic grip 100 kN, one-sided closing system with 
manually adjustable clamp counterbearing, with coup ling 
system for additional tools, specimen clamping aids , etc. 
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Technical data:  

 
Order number 100.20 
For tests according to e.g. according to DIN EN ISO 6892-1 / universal 
Capacity / load direction 100kN / tension 
Locking clamp pressure max. 500 bar 
Temperature range Room temperature 
Specimen dimensions Flat specimens 0-60 mm thick, round specimens 8-60mm/ 

specimen width up to 53mm 
Specimen material Metallic and non-metallic materials, composites 
Connection / machine type LK135-12xM12-IG / inspekt table series l00-250 / inspekt 100-250 
Dimensions / design Height 175mm, width 466mm, depth 170mm / nickel- plated 
Weight 50kg per grip 
Included in delivery 1 pair of hydraulic grips 100kN without clamping jaws 
Necessary accessories  
(can be ordered optionally) 

1 set of adapters, order no.: 12-000-011 or 12-000-021 (inspekt 100kN) 
4 clamping jaw holders 
Order no.: 100.50 
4 clamping jaws for flat specimen, plane  
Order no.: 100.51 
4 clamping jaws for flat specimen, 1 mm profile  
Order no.: 100.52 
4 clamping jaws for flat specimen, 2 mm profile 
Order no.: 100.53 
4 clamping jaws for round specimen 8-18 mm,  
1 mm profile 
Order no.: 100.54 
4 clamping jaws for round specimen 8-18 mm,  
2 mm profile 
Order no.: 100.55 
4 clamping jaws for round specimen 16-36 mm,  
1mm profile 
Order no.: 100.56 
4 clamping jaws for round specimen 16-36 mm,  
2 mm profile 
Order no.: 100.57 
4 clamping jaws for round specimen 20-60 mm,  
1 mm profile 
Order no.: 100.58 
4 clamping jaws for round specimen 20-60 mm,  
2 mm profile 
Order no.: 100.59 
1 hydraulics aggregate, order no.:  
250.101.10 (inspekt series) or 
250.101.10.2 (inspekt table series) 
1 computer control for the semi-automatic hydraulics aggregate,  
Order no.:  
14-036-100 Coupling elements and specimen clamping aids on request 

Comment Connection of other testing systems possible via adapter slots 
 


